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To
All CTS member banks

Changes in IQA parameters - Release of updated CHI specification (version 2.9)

Reference may be taken from circular No. DPSS.CO.CHD. 28 dated August 21, 2018 of RBI
on reduction of P2F volume through various measures. While the banks are expected to work
on reducing P2F as an interim measure RBI has directed modification of the following IQA

parameters.
On Grey front, Binary front, Binary rear
DEFECT TEST Old value New value
Exceeds Maximum Image length 215 230
Exceeds Maximum Height 105 110

We are releasing the updated CHI specification (Version 2.9 enclosed).

Banks are advised to refer section 3.8 IQA defect tests in this specification to factor these
changes in capture system and below are the changes. Note that the above values are the
maximum threshold limits to be considered for IQA_test and not for generating the
images to this maximum value (Banks should take care to remove the perforated
portion of the instrument to ensure that the length is within the specified limit.

Banks should also instruct the staff to:

1. Not to mark instruments as P2F based only on a tareshold amount.
2. Rescan the P2F assessment failed instruments for the reasons like, too light or too
dark, image skew etc. so that the overall IQA failu-e will come down.

Validation as per CHI specification version 2.9 is likely to be made effective by mid of
December, 2018. A separate communication will be sent with the schedule of implementation
in all 3 Grids.

Banks are advised to be ready and make necessary changes in capture system to start
validating as per new threshold values only from the effective date as may be communicated
by NPCI.

With}uar-m regards,

o
Giridhar G M
SVP - NACH & CTS Operations
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